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(57) ABSTRACT

Methods and systems are provided for retrieving, from a
database containing a list of records, a subset of the list of
records located within a user defined distance from a target
point, each record in the list of records having a compound
geo-location data type including a first data field and a second
data field. The method involves generating a circle around the
target point; identifying records having a geo-location within
the circle; including the identified records in a result set; and
presenting the result set to a user on a display screen. The
method further includes treating the first data field and the
second data field as a single data element.
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1
SYSTEM AND METHOD FOR
GEO-LOCATION DATA TYPE SEARCHING IN
AN ON DEMAND ENVIRONMENT

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims the benefit of U.S. provisional
patent application Ser. No. 61/641,955, filed May 3, 2012, the
entire content of which is incorporated by reference herein.

TECHNICAL FIELD

Embodiments of the subject matter described herein relate
generally to computer systems and applications for searching
and sorting data based on strongly typed compound geo-
location fields and, more particularly, to a method for filtering
data based on rectangular indexes to thereby reduce the over-
all computational complexity of the remaining distance cal-
culations.

BACKGROUND

Modern software development is evolving away from the
client-server model toward network-based processing sys-
tems that provide access to data and services via the Internet
or other networks. In contrast to traditional systems that host
networked applications on dedicated server hardware, a
“cloud” computing model allows applications to be provided
over the network “as a service” supplied by an infrastructure
provider. The infrastructure provider typically abstracts the
underlying hardware and other resources used to deliver a
customer-developed application so that the customer no
longer needs to operate and support dedicated server hard-
ware. The cloud computing model can often provide substan-
tial cost savings to the customer over the life of the application
because the customer no longer needs to provide dedicated
network infrastructure, electrical and temperature controls,
physical security and other logistics in support of dedicated
server hardware.

Multi-tenant cloud-based architectures have been devel-
oped to improve collaboration, integration, and community-
based cooperation between customer tenants without sacri-
ficing data security. Generally speaking, multi-tenancy refers
to a system where a single hardware and software platform
simultaneously supports multiple user groups (also referred
to as “organizations” or “tenants”) from a common data stor-
age element (also referred to as a “multi-tenant database™).
The multi-tenant design provides a number of advantages
over conventional server virtualization systems. First, the
multi-tenant platform operator can often make improvements
to the platform based upon collective information from the
entire tenant community. Additionally, because all users in
the multi-tenant environment execute applications within a
common processing space, it is relatively easy to grant or
deny access to specific sets of data for any user within the
multi-tenant platform, thereby improving collaboration and
integration between applications and the data managed by the
various applications. The multi-tenant architecture therefore
allows convenient and cost effective sharing of similar appli-
cation features between multiple sets of users.

Cloud-based computing environments are experiencing an
increasing demand for mobile applications; that is, many
users of multi-tenant and/or on demand data services are
mobile, and seek to interrogate databases which contain
devices which are also mobile. An important component of
mobile applications involves location awareness. In order to
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provide a truly mobile enterprise computing platform, on
demand computing providers desire to implement geo-loca-
tion support. It is further desirable to provide users the capa-
bility to search and filter for records by location.

In conventional approaches, spatial options allow users to
deal with locations using specific types and indexes. Unfor-
tunately, conventional spatial indexes are typically domain
indexes and cannot be easily mixed with other data columns.
Consequently, presently known approaches are not adaptable
to the on demand environment since a column (e.g., organi-
zation_id) cannot be added for tenant specific data.

Systems and methods are thus needed for enabling on
demand and multi-tenant computing environments to per-
form queries using spatial information.

BRIEF DESCRIPTION OF THE DRAWING
FIGURES

A more complete understanding of the subject matter may
be derived by referring to the detailed description and claims
when considered in conjunction with the following figures,
wherein like reference numbers refer to similar elements
throughout the figures.

FIG. 1 is a schematic block diagram of a multi-tenant
computing environment in accordance with an embodiment;

FIG. 2 is a flow chart illustrating a method for searching
geo-coded data in a multi-tenant environment in accordance
with an embodiment;

FIG. 3 is a schematic block diagram of a distance query in
accordance with an embodiment;

FIG. 4 is a conceptual block diagram illustrating a data
filtering technique for a distance calculation query in accor-
dance with an embodiment;

FIG. 5 is a conceptual block diagram illustrating a tech-
nique for reducing computational complexity of the distance
calculation query shown in FIG. 4 in accordance with an
embodiment; and

FIG. 6 is a flow chart illustrating a method for retrieving a
subset of records located within a user defined distance from
a target point in a multi-tenant computing environment in
accordance with an embodiment; and

FIG. 7 is a unit sphere having a spherical triangle on its
surface.

DETAILED DESCRIPTION

Embodiments of the subject matter described herein gen-
erally relate to providing geo-coded data in a multi-tenant
database, and for searching and sorting the geo-coded data
using an algorithm which filters the data prior to performing
distance calculations on the filtered data to thereby reduce
computational complexity. In an embodiment, a compound
data type is provided that includes a first data field having a
first data type, and a second data field having a second data
type. Functions defined over the compound data field treat the
first data field and the second data field as a single data
element. For example, one embodiment comprises a “geo-
location” compound data type that includes a first data field
“longitude” and a second data field “latitude”, expressible in
decimal or degree notation (or both).

In a non-limiting example embodiment, a distance filtering
mechanism is provided for retrieving a plurality of the records
within a defined distance from a predetermined location (the
target point). A circle having the defined radius is configured
around the target point, and each data record having a geo-
location within this circle is included in the result set.
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To reduce the computational complexity associated with
calculating the distance between the target point and each
data record, the coordinates of the smallest square containing
the circle are determined and any records outside this square
are filtered out using regular indexes on the latitude and
longitude fields of the records. In addition, the coordinates of
the biggest square within the circle are determined so that the
records inside this square are automatically included in the
query results, again using regular indexes in lieu of distance
calculations. Finally, distances are computed only for those
records having geo-locations falling between the first square
and the second square, and those records satisfying the dis-
tance criteria are added to the final search results.

To accommodate mobile applications, the target point may
correspond to the user’s past, present, or future location. Due
to the temporal nature of location information the relevancy
of'search results may degrade over time, so that users may be
shown relatively fewer matches for mobile devices who’s
location information was updated more remotely in time.

In an embodiment, a strongly typed location field is
employed which includes a compound data definition for
location. Specifically, a compound geo-location format
includes both a longitude and a latitude field, expressed in one
or both of decimal and degree format (e.g., 37.7749295 or N
37° 46' 29.7462"). Before discussing the filtering and dis-
tance calculation algorithm in detail, a brief over of the multi-
tenant will now be provided as background.

Turning now to FIG. 1, an exemplary multi-tenant system
100 includes a server 102 that dynamically creates and sup-
ports virtual applications 128 based upon data 132 from a
database 130 that may be shared between multiple tenants,
referred to herein as a multi-tenant database. Data and ser-
vices generated by the virtual applications 128 are provided
via a network 145 to any number of client devices 140, as
desired. Each virtual application 128 is suitably generated at
run-time (or on-demand) using a common application plat-
form 110 that securely provides access to the data 132 in the
database 130 for each of the various tenants subscribing to the
multi-tenant system 100. In accordance with one non-limit-
ing example, the multi-tenant system 100 is implemented in
the form of an on-demand multi-tenant customer relationship
management (CRM) system that can support any number of
authenticated users of multiple tenants.

As used herein, a “tenant” or an “organization” should be
understood as referring to a group of one or more users that
shares access to common subset of the data within the multi-
tenant database 130. In this regard, each tenant includes one
or more users associated with, assigned to, or otherwise
belonging to that respective tenant. Stated another way, each
respective user within the multi-tenant system 100 is associ-
ated with, assigned to, or otherwise belongs to a particular one
of the plurality of tenants supported by the multi-tenant sys-
tem 100. Tenants may represent companies, corporate depart-
ments, business or legal organizations, and/or any other enti-
ties that maintain data for particular sets of users (such as their
respective customers) within the multi-tenant system 100.
Although multiple tenants may share access to the server 102
and the database 130, the particular data and services pro-
vided from the server 102 to each tenant can be securely
isolated from those provided to other tenants. The multi-
tenant architecture therefore allows different sets of users to
share functionality and hardware resources without necessar-
ily sharing any of the data 132 belonging to or otherwise
associated with other tenants.

The multi-tenant database 130 may be a repository or other
data storage system capable of storing and managing the data
132 associated with any number of tenants. The database 130
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may be implemented using conventional database server
hardware. In various embodiments, the database 130 shares
processing hardware 104 with the server 102. In other
embodiments, the database 130 is implemented using sepa-
rate physical and/or virtual database server hardware that
communicates with the server 102 to perform the various
functions described herein. In an exemplary embodiment, the
database 130 includes a database management system or
other equivalent software capable of determining an optimal
query plan for retrieving and providing a particular subset of
the data 132 to an instance of virtual application 128 in
response to a query initiated or otherwise provided by a
virtual application 128, as described in greater detail below.
The multi-tenant database 130 may alternatively be referred
to herein as an on-demand database, in that the multi-tenant
database 130 provides (or is available to provide) data at
run-time to on-demand virtual applications 128 generated by
the application platform 110, as described in greater detail
below.

Inpractice, the data 132 may be organized and formatted in
any manner to support the application platform 110. In vari-
ous embodiments, the data 132 is suitably organized into a
relatively small number of large data tables to maintain a
semi-amorphous “heap”-type format. The data 132 can then
be organized as needed for a particular virtual application
128. In various embodiments, conventional data relationships
are established using any number of pivot tables 134 that
establish indexing, uniqueness, relationships between enti-
ties, and/or other aspects of conventional database organiza-
tion as desired. Further data manipulation and report format-
ting is generally performed at run-time using a variety of
metadata constructs. Metadata within a universal data direc-
tory (UDD) 136, for example, can be used to describe any
number of forms, reports, workflows, user access privileges,
business logic and other constructs that are common to mul-
tiple tenants.

Tenant-specific formatting, functions and other constructs
may be maintained as tenant-specific metadata 138 for each
tenant, as desired. Rather than forcing the data 132 into an
inflexible global structure that is common to all tenants and
applications, the database 130 is organized to be relatively
amorphous, with the pivot tables 134 and the metadata 138
providing additional structure on an as-needed basis. To that
end, the application platform 110 suitably uses the pivot
tables 134 and/or the metadata 138 to generate “virtual” com-
ponents of the virtual applications 128 to logically obtain,
process, and present the relatively amorphous data 132 from
the database 130.

The server 102 may be implemented using one or more
actual and/or virtual computing systems that collectively pro-
vide the dynamic application platform 110 for generating the
virtual applications 128. For example, the server 102 may be
implemented using a cluster of actual and/or virtual servers
operating in conjunction with each other, typically in asso-
ciation with conventional network communications, cluster
management, load balancing and other features as appropri-
ate. The server 102 operates with any sort of conventional
processing hardware 104, such as a processor 105, memory
106, input/output features 107 and the like. The input/output
features 107 generally represent the interface(s) to networks
(e.g., to the network 145, or any other local area, wide area or
other network), mass storage, display devices, data entry
devices and/or the like.

The processor 105 may be implemented using any suitable
processing system, such as one or more processors, control-
lers, microprocessors, microcontrollers, processing cores
and/or other computing resources spread across any number
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of distributed or integrated systems, including any number of
“cloud-based” or other virtual systems. The memory 106
represents any non-transitory short or long term storage or
other computer-readable media capable of storing program-
ming instructions for execution on the processor 105, includ-
ing any sort of random access memory (RAM), read only
memory (ROM), flash memory, magnetic or optical mass
storage, and/or the like. The computer-executable program-
ming instructions, when read and executed by the server 102
and/or processor 105, cause the server 102 and/or processor
105 to create, generate, or otherwise facilitate the application
platform 110 and/or virtual applications 128 and perform one
or more additional tasks, operations, functions, and/or pro-
cesses described herein. It should be noted that the memory
106 represents one suitable implementation of such com-
puter-readable media, and alternatively or additionally, the
server 102 could receive and cooperate with external com-
puter-readable media that is realized as a portable or mobile
component or platform, e.g., a portable hard drive, a USB
flash drive, an optical disc, or the like.

The application platform 110 is any sort of software appli-
cation or other data processing engine that generates the
virtual applications 128 that provide data and/or services to
the client devices 140. In a typical embodiment, the applica-
tion platform 110 gains access to processing resources, com-
munications interfaces and other features of the processing
hardware 104 using any sort of conventional or proprietary
operating system 108. The virtual applications 128 are typi-
cally generated at run-time in response to input received from
the client devices 140. For the illustrated embodiment, the
application platform 110 includes a bulk data processing
engine 112, a query generator 114, a search engine 116 that
provides text indexing and other search functionality, and a
runtime application generator 120. Each of these features
may be implemented as a separate process or other module,
and many equivalent embodiments could include different
and/or additional features, components or other modules as
desired.

The runtime application generator 120 dynamically builds
and executes the virtual applications 128 in response to spe-
cific requests received from the client devices 140. The virtual
applications 128 are typically constructed in accordance with
the tenant-specific metadata 138, which describes the particu-
lar tables, reports, interfaces and/or other features of the par-
ticular application 128. In various embodiments, each virtual
application 128 generates dynamic web content that can be
served to a browser or other client program 142 associated
with its client device 140, as appropriate.

The runtime application generator 120 suitably interacts
with the query generator 114 to efficiently obtain multi-tenant
data 132 from the database 130 as needed in response to input
queries initiated or otherwise provided by users of the client
devices 140. In a typical embodiment, the query generator
114 considers the identity of the user requesting a particular
function (along with the user’s associated tenant), and then
builds and executes queries to the database 130 using system-
wide metadata 136, tenant specific metadata 138, pivot tables
134, and/or any other available resources. The query genera-
tor 114 in this example therefore maintains security of the
common database 130 by ensuring that queries are consistent
with access privileges granted to the user and/or tenant that
initiated the request.

With continued reference to FIG. 1, the data processing
engine 112 performs bulk processing operations on the data
132 such as uploads or downloads, updates, online transac-
tion processing, and/or the like. In many embodiments, less
urgent bulk processing of the data 132 can be scheduled to
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occur as processing resources become available, thereby giv-
ing priority to more urgent data processing by the query
generator 114, the search engine 116, the virtual applications
128, etc.

Inexemplary embodiments, the application platform 110 is
utilized to create and/or generate data-driven virtual applica-
tions 128 for the tenants that they support. Such virtual appli-
cations 128 may make use of interface features such as cus-
tom (or tenant-specific) screens 124, standard (or universal)
screens 122 or the like. Any number of custom and/or stan-
dard objects 126 may also be available for integration into
tenant-developed virtual applications 128. As used herein,
“custom” should be understood as meaning that a respective
object or application is tenant-specific (e.g., only available to
users associated with a particular tenant in the multi-tenant
system) or user-specific (e.g., only available to a particular
subset of users within the multi-tenant system), whereas
“standard” or “universal” applications or objects are available
across multiple tenants in the multi-tenant system.

The data 132 associated with each virtual application 128
is provided to the database 130, as appropriate, and stored
until it is requested or is otherwise needed, along with the
metadata 138 that describes the particular features (e.g.,
reports, tables, functions, objects, fields, formulas, code, etc.)
of that particular virtual application 128. For example, a
virtual application 128 may include a number of objects 126
accessible to a tenant, wherein for each object 126 accessible
to the tenant, information pertaining to its object type along
with values for various fields associated with that respective
object type are maintained as metadata 138 in the database
130. In this regard, the object type defines the structure (e.g.,
the formatting, functions and other constructs) of each
respective object 126 and the various fields associated there-
with.

Still referring to FIG. 1, the data and services provided by
the server 102 can be retrieved using any sort of personal
computer, mobile telephone, tablet or other network-enabled
client device 140 on the network 145. In an exemplary
embodiment, the client device 140 includes a display device,
such as a monitor, screen, or another conventional electronic
display capable of graphically presenting data and/or infor-
mation retrieved from the multi-tenant database 130, as
described in greater detail below.

Typically, the user operates a conventional browser appli-
cation or other client program 142 executed by the client
device 140 to contact the server 102 via the network 145 using
a networking protocol, such as the hypertext transport proto-
col (HTTP) or the like. The user typically authenticates his or
her identity to the server 102 to obtain a session identifier
(“SessionID”) that identifies the user in subsequent commu-
nications with the server 102. When the identified user
requests access to a virtual application 128, the runtime appli-
cation generator 120 suitably creates the application at run
time based upon the metadata 138, as appropriate.

As noted above, the virtual application 128 may contain
Java, ActiveX, or other content that can be presented using
conventional client software running on the client device 140;
other embodiments may simply provide dynamic web or
other content that can be presented and viewed by the user, as
desired. As described in greater detail below, the query gen-
erator 114 suitably obtains the requested subsets of data 132
from the database 130 as needed to populate the tables,
reports or other features of the particular virtual application
128.

In accordance with various embodiments, application 128
may include a feature for constructing queries using geo-
coordinates. In particular, the feature may facilitate calculat-
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ing distances between two compound data fields, or between
a compound data field and a point. Application 128 may be
configured to locate all data records for a particular tenant
which satisfy traditional search criteria, and which also lie
within a given radius from a user defined target location.

The present disclosure contemplates: i) formatting data
according to a strongly typed location field (e.g., geo-coordi-
nates); and ii) distance filtering using the compound geo-
location data. To use the querying and reporting functionality
disclosed herein with “o0ld” data which does not comply with
the compound geo-location field described herein, it is a
necessary but straightforward task to convert the old data to
the new strongly typed format to include a longitude and a
latitude field. In an embodiment, distance queries may be
constructed using the Salesforce Object Query Language
(SOQL) available at www.salesforce.com.

Referring now to FIG. 2, an exemplary method 200 for
searching geo-coded data in a multi-tenant environment is
provided. More particularly, the method 200 includes isolat-
ing (Task 202) data for a particular tenant within the multi-
tenant database. Data records for that tenant may then be
filtered (Task 204) by traditional search criteria to produce a
first subset of data records. In this context, traditional search
criteria may include, for example, last name, title, city, com-
pany, business type, and so on. For those data records which
satisfy the traditional criteria, a distance calculation may be
performed (Task 206) between the user defined target loca-
tion and each data record, respectively, using the compound
geo-location field associated with each data record.

Method 200 includes determining a result set (Task 208) by
filtering those records from the first subset which also satisfy
the distance criterion. The result set may then be provided
(Task 210) to the user, for example, by displaying the results
on a display screen.

FIG. 3 is a schematic block diagram illustrating the salient
aspects of the method described in FIG. 2. In particular, FIG.
depicts a data set 302 which includes a plurality of data
records for a particular tenant within a multi-tenant database.
A circle 308, having a radius 310 and an origin 312, repre-
sents a distance query such as “find all of my friends that are
currently within two miles of me”, where the origin 312
represents the user (“me”) and the radius 310 corresponds to
the two mile user defined radius.

Data set 302 includes a plurality of data records 306 which
are within the circle 308, as well as a plurality of data records
304 which lie outside the circle 308. In order to reduce the
computational complexity associated with calculating dis-
tances for all of the data records 304 and 308, the following
filtering algorithm may be employed.

More particularly, custom fields in multi-tenant databases
are managed in what are referred to as slots. Traditional
custom fields use a single slot for any data type, but geo-
location data uses two slots, one for latitude and one for
longitude. These components may be exposed as traditional
numeric custom fields, or together as a compound field. In
accordance with an embodiment, a third slot or third column
of data is used in connection with the geo-location data field.
Specifically, one embodiment contemplates transforming
latitude and longitude into a three-dimensional coordinate
system, and calculating a Euclidian distance using the geo-
location fields. The distance is then encoded into the third
custom field slot.

This may be implemented by augmenting the existing
Salesforce object query language (SOQL) and thereby pro-
vide a new syntax for querying records that are within a given
distance from a target point based on information stored in the
third column. By way of non-limiting example, consider a

10

15

20

25

30

35

40

45

50

55

60

8

location field called MyLocationField. To search for records
having a MyLocationField within, say, ten miles from San
Francisco (latitude 37.77; longitude -122.42), the following
SOQL code may be used:

SELECT Id

FROM Account

WHERE distance(MyLocationField_c, Geol.ocation(37.77,
-122.42), ‘mi’<=10

The distance function can be used for filtering (in the
WHERE clause), sorting (in the ORDER BY clause), and for
querying (in the SELECT clause). Similarly, a user can create
a formula field that uses distance-based functions. Specifi-
cally, on the account entity, a geo-location field may be added,
called MyLocationField, and a formula field added, called
MyDistance ToSanFranciscoField that may defined through
the following formula: Distance(MyLocationField_c, Geolo-
cation(37.77, =122.42), ‘mi’).

FIG. 4 is a conceptual block diagram illustrating a filtering
technique 400 for retrieving a plurality of data records within
a distance (radius) R from a target point 404 in accordance
with an embodiment. More particularly, a circle 402 having
radius R may be constructed around the target 404. Each
record having a geo-location within the circle 402 is to be
included in the result set. However, calculating distances for
all of the data records both inside and outside the circle to
determine which ones lie within the circle is computationally
intensive. Accordingly, the following shortcut which exploits
the geometric relationships between the circle, an inclusive
square, and an exclusive square may be employed to reduce
the computational complexity of the distance calculations.

With continued reference to FIG. 4, the coordinates of the
smallest square 408 containing the circle 402 are determined.
All of the records 412 located outside this square 408 are
filtered out using regular indexes on the latitude and longitude
fields of the records. Significantly, this initial filtering may be
accomplished without the need for performing computation-
ally intensive distance calculations. Rather, the latitude and
longitude values for each record 412 may simply be com-
pared to the latitude and longitude value of square 408 to
perform this high level filtering operation. Techniques for
representing custom fields and for using custom indexes in
the context of a multi-tenant database are described in: 1) U.S.
Patent Application No. 20130018890 published Jan. 17,2013
and entitled “Creating a Custom Index in a Multi-Tenant
Database Environment™; ii) U.S. Pat. No. 8,386,471 B2
issued Feb. 26, 2013 and entitled “Optimizing Queries in a
Multi-tenant Database System Environment”; and iii) Euro-
pean Patent Publication No. EP2315127 A1 published Apr.
27,2011 and entitled “Custom Entities and Fields in a Multi-
Tenant Database System”; the entire contents of which are all
hereby incorporated herein by this reference.

With continued reference to FIG. 4, the coordinates of the
biggest square 406 included within the circle 402 are deter-
mined. All of the records 410 located inside this square are
automatically included in the result set, again using regular
indexes on the latitude and longitude fields of the records. As
before, this filtering may be accomplished without the need
for performing computationally intensive distance calcula-
tions.

Referring now to FIGS. 4 and 5, distances are computed
only for those records having geo-locations falling between
the two squares, that is, those records within the cross-
hatched region 505 which is both outside square 406 and
inside square 408. Based on these distance calculations, all of
the records 414 which lie outside the circle 402 are excluded
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from the result set, and all of the records 416 which lie inside
the circle 402 are added to the result set to yield the final result
set.

In accordance with various embodiments, any suitable
technique may be used for determining distances, such as, for
example, one or more of the following methods: 1) haversine;
ii) spherical law of cosines; and iii) Euclidian distance.

More particularly, the haversine formula is an equation for
calculating great-circle distances between two points on a
sphere from their longitudes and latitudes. The haversine
formula is a special case of a more general formula in spheri-
cal trigonometry, the law of haversines, relating the sides and
angles of spherical triangles. For any two points on a sphere,
the haversine of the central edge between them is given by:

haversin(d/¥)=haversin(¢p,—¢,)+cos($p)cos(¢p,)hav-
ersin(h,—A;)

where:
haversin is the haversine function:

0 1- 0
haversin(0) = sinz(z) = CZOS( )

d is the distance between the two points (along a great

circle of the sphere; see spherical distance);

r is the radius of the sphere;

¢, is the latitude of point 1 and ¢, is the latitude of point 2;

and

A, isthelongitude of point 1 and A, is the longitude of point

2.

On the left side of the equals sign d/r is the central angle,
measured in radians. The distance d may be solved for by
applying the inverse haversine or by using the arcsine (inverse
sine) function:

d=r haversin~! (h)=2r arcsin(‘/ﬁ)

where h is haversin (d/r), or more explicitly:

d=2r arcsin(\/haversin(¢2 — 1) + cos(gy Jeos(d)haversin(dz — Ap) )

=2r arcsix{\/sinz(@) +cos(¢ )Cos(lﬁz)sinz(#) ]

In spherical trigonometry, the spherical law of cosines is a
theorem relating the sides and angles of spherical triangles,
analogous to the ordinary law of cosines from plane trigo-
nometry. Given the unit sphere shown in FIG. 7, a “spherical
triangle” on the surface of the sphere is defined by the great
circles connecting the three points u, v, and w on the sphere.
If the lengths of these three sides are a (from u to v), b (from
u to w), and ¢ (from v to w), and the angle of the corner
opposite ¢ is C, then the spherical law of cosines states:

cos(c)=cos(a)cos(b)+sin(a)sin(b)cos(C)

Since this is a unit sphere, the lengths a, b, and ¢ are simply
equal to the angles (in radians) subtended by those sides from
the center of the sphere (for a non-unit sphere, they are the
distances divided by the radius).

The Euclidean distance between two points p and q may be
defined as the length of the line segment connecting them
(pq). In a Cartesian coordinate system, if p=(P(longitude),
P(latitude)) and q=(Q(longitude, Q(latitude)) are two points
in space, then the distance D between them is given by:

- 2 2112
D=[(P o ngisude Crongituae) T Pratinuae= Qtatiaae) ]
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FIG. 6 is a flow chart illustrating a method 600 for retriev-
ing a subset of records located within a user defined distance
from a target point in a multi-tenant computing environment.
Method 600 includes formatting (Task 602) each record in the
list of records with a compound geo-location data type
including a first data field and a second data field. Method 600
further includes constructing (Task 604) a query including
search criteria and a distance value; identifying (Task 606) a
first set of data for a particular tenant within the multi-tenant
database which satisfies the search criteria; defining (Task
608) a target point and generating a circle having a radius R
around the target point; identifying a second set of data
records (Task 610) having a geo-location within the circle,
wherein the second set of data is a subset of the first set of
data; and including the identified records in a result set and
presenting the result set to a user on a display screen (Task
612).

A method is thus provided for retrieving, from a database
containing a list of records, a result set of the list of records
located within a user defined distance from a target point,
each record in the list of records having a compound geo-
location data type including a first data field and a second data
field. The method includes: generating a circle around the
target point; identifying a subset of the list of records having
a geo-location within the circle; including the identified
records in a result set; and presenting the result set to a user on
a display screen, wherein identifying comprises treating the
first data field and the second data field as a single data
element.

In an embodiment, the first and second data fields corre-
spond to latitude and longitude, and the target point is one of
the user’s past, present, and future location.

In a further embodiment, the step of identifying a subset
includes determining the coordinates of a first square com-
prising the smallest dimensions which contain the circle;
identifying the records outside the first square; and filtering
out any records outside the first square from the result set,
wherein filtering out may be based on using regular indexes
on the latitude and longitude fields of the records.

In an embodiment, identifying a subset may include deter-
mining the coordinates of a second square comprising the
largest dimensions included within the circle; identifying the
records within the second square; and including in the result
set any records within the second square. Moreover, identi-
fying the records within the second square may include using
regular indexes on the latitude and longitude fields of the
records.

In another embodiment, the step of identifying records
having a geo-location within the circle involves computing
distances for those records having geo-locations falling
between the first square and the second square, for example,
using one of: the haversine formula; the spherical law of
cosines; and the Fuclidian distance theorem.

In a further embodiment, the actual distance for those
records lying between the first and second squares is calcu-
lated, and the actual distance for records not lying between
the first and second squares is not calculated.

In yet a further embodiment, the database comprises a
multi-tenant database.

In a multi-tenant computing environment of the type
including a multi-tenant database, a method of searching for
a subset of records based on distance from a user defined
target location is also provided. The method includes format-
ting each record in the list of records with a compound geo-
location data type including a first data field and a second data
field; constructing a query including search criteria and a
distance value; identifying a first set of data for a particular
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tenant within the multi-tenant database which satisfies the
search criteria; defining a target point and a radius R; gener-
ating a circle having a radius R around the target point;
identifying a second set of data records having a geo-location
within the circle, wherein the second set of data is a subset of
the first set of data; including the identified records in a result
set; and presenting the result set to a user on a display screen.

In an embodiment, identifying the second set of data
records involves treating the first data field and the second
data field as a single data element, and the first and second
data fields comprise latitude and longitude values, expressed
in either decimal or degree notation.

In a further embodiment, identifying the second set of data
records includes determining the coordinates of a first square
comprising the smallest dimensions which contain the circle;
identifying the records outside the first square; and filtering
out any records outside the first square from the result set,
wherein filtering out may be based on the use of regular
indexes on the latitude and longitude fields of the records.

In another embodiment, identifying the second set of data
records includes determining the coordinates of a second
square comprising the largest dimensions included within the
circle; identifying the records within the second square; and
including in the result set all records within the second square.
In addition, identifying the records within the second square
may involve using regular indexes on the latitude and longi-
tude fields of the records.

In another embodiment, identifying records having a geo-
location within the circle may involve computing distances
for those records having geo-locations falling between the
first square and the second square, and wherein the actual
distance for the records lying between the first and second
squares is computed, and the actual distance for those records
not lying between the first and second squares need not be
computed.

A computer application embodied in a non-transitory for
operation by a computer processor medium is also provided
for performing the steps of: generating a circle around the
target point; identifying records having a geo-location within
the circle; including the identified records in a result set; and
presenting the result set to a user on a display screen; wherein
identifying comprises treating the first data field and the sec-
ond data field as a single data element.

The foregoing description is merely illustrative in nature
and is not intended to limit the embodiments of the subject
matter or the application and uses of such embodiments.
Furthermore, there is no intention to be bound by any
expressed or implied theory presented in the technical field,
background, or the detailed description. As used herein, the
word “exemplary” means “serving as an example, instance,
or illustration” Any implementation described herein as
exemplary is not necessarily to be construed as preferred or
advantageous over other implementations, and the exemplary
embodiments described herein are not intended to limit the
scope or applicability of the subject matter in any way.

For the sake of brevity, conventional techniques related to
computer programming, computer networking, database
querying, database statistics, query plan generation, XML
and other functional aspects of the systems (and the indi-
vidual operating components of the systems) may not be
described in detail herein. In addition, those skilled in the art
will appreciate that embodiments may be practiced in con-
junction with any number of system and/or network architec-
tures, data transmission protocols, and device configurations,
and that the system described herein is merely one suitable
example. Furthermore, certain terminology may be used
herein for the purpose of reference only, and thus is not
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intended to be limiting. For example, the terms “first”, “sec-
ond” and other such numerical terms do not imply a sequence
or order unless clearly indicated by the context.

Embodiments of the subject matter may be described
herein in terms of functional and/or logical block compo-
nents, and with reference to symbolic representations of
operations, processing tasks, and functions that may be per-
formed by various computing components or devices. Such
operations, tasks, and functions are sometimes referred to as
being computer-executed, computerized, software-imple-
mented, or computer-implemented. In this regard, it should
be appreciated that the various block components shown in
the figures may be realized by any number of hardware,
software, and/or firmware components configured to perform
the specified functions. For example, an embodiment of a
system or a component may employ various integrated circuit
components, e.g., memory elements, digital signal process-
ing elements, logic elements, look-up tables, or the like,
which may carry out a variety of functions under the control
of one or more microprocessors or other control devices. In
this regard, the subject matter described herein can be imple-
mented in the context of any computer-implemented system
and/or in connection with two or more separate and distinct
computer-implemented systems that cooperate and commu-
nicate with one another. That said, in exemplary embodi-
ments, the subject matter described herein is implemented in
conjunction with a virtual customer relationship management
(CRM) application in a multi-tenant environment.

While at least one exemplary embodiment has been pre-
sented in the foregoing detailed description, it should be
appreciated that a vast number of variations exist. It should
also be appreciated that the exemplary embodiment or
embodiments described herein are not intended to limit the
scope, applicability, or configuration of the claimed subject
matter in any way. Rather, the foregoing detailed description
will provide those skilled in the art with a convenient road
map for implementing the described embodiment or embodi-
ments. It should be understood that various changes can be
made in the function and arrangement of elements without
departing from the scope defined by the claims, which
includes known equivalents and foreseeable equivalents at
the time of filing this patent application. Accordingly, details
of'the exemplary embodiments or other limitations described
above should not be read into the claims absent a clear inten-
tion to the contrary.

What is claimed is:

1. A method of retrieving, from a database containing a list
of records, a result set of the list of records located within a
user defined distance from a target point, each record in the
list of records having a compound geo-location data type
including a first data field and a second data field, the first and
second data fields comprising latitude and longitude, the
method comprising:

generating a circle around the target point with a radius

corresponding to the user defined distance;

identifying a subset of the list of records having a geo-

location within the circle, wherein identifying the subset

comprises:

determining the coordinates of a first square comprising
the smallest dimensions which contain the circle;

identifying the records outside the first square; and

filtering out any records outside the first square from the
result set;

including the identified records in a result set; and

presenting the result set to a user on a display screen;

wherein identifying comprises treating the first data field
and the second data field as a single data element.
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2. The method of claim 1, wherein the target point is one of
the user’s past, present, and future location.

3. The method of claim 2, wherein filtering out comprises
filtering out using regular indexes on the latitude and longi-
tude fields of the records.

4. The method of claim 1, wherein identifying a subset
further comprises:

determining the coordinates of a second square comprising

the largest dimensions included within the circle;
identifying the records within the second square; and
including in the result set any records within the second
square.

5. The method of claim 4, wherein the identifying the
records within the second square comprises using regular
indexes on the latitude and longitude fields of the records.

6. The method of claim 4, wherein identifying records
having a geo-location within the circle comprises computing
distances for those records having geo-locations falling
between the first square and the second square.

7. The method of claim 6, wherein computing distances
comprises calculating distance values using one of: the hav-
ersine formula; the spherical law of cosines; and the Euclidian
distance theorem.

8. The method of claim 6, wherein the actual distance for
the records lying between the first and second squares is
calculated, and the distance for records not lying between the
first and second squares is not calculated.

9. The method of claim 4,

wherein the determining the coordinates of the first square

includes defining the side length of the first square to be
twice the radius such that the first square circumscribes
the circle, and

wherein the determining the coordinates of the second

square includes defining the diagonal length of the sec-
ond square to be twice the radius such that the second
square is inscribed by the circle.

10. The method of claim 1, wherein the database comprises
a multi-tenant database.

11. In a multi-tenant computing environment of the type
including a multi-tenant database, a method of searching for
a subset of records based on distance from a user defined
target location, the method comprising:

formatting each record in the list of records with a com-

pound geo-location data type including a first data field
comprising latitude and a second data field comprising
longitude;

constructing a query including search criteria and a dis-

tance value;

identifying a first set of data for a particular tenant within

the multi-tenant database which satisfies the search cri-
teria, wherein identifying the second set of data records
comprises treating the first data field and the second data
field as a single data element;

defining a target point and a radius R;

generating a circle having a radius R around the target

point;

identifying a second set of data records having a geo-

location within the circle, wherein the second set of data
is a subset of the first set of data,

wherein identifying the second set of data records further

comprises:

determining the coordinates of a first square comprising
the smallest dimensions which contain the circle;

identifying the records outside the first square; and

filtering out any records outside the first square from the
result set;
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including the identified records in a result set; and

presenting the result set to a user on a display screen.

12. The method of claim 11, wherein filtering out com-
prises filtering out using regular indexes on the latitude and
longitude fields of the records.

13. The method of claim 12, wherein identifying the sec-
ond set of data records further comprises:

determining the coordinates of a second square comprising

the largest dimensions included within the circle;
identifying the records within the second square; and
including in the result set all records within the second
square.

14. The method of claim 13, wherein the identifying the
records within the second square comprises using regular
indexes on the latitude and longitude fields of the records.

15. The method of claim 14, wherein identifying records
having a geo-location within the circle comprises computing
distances for those records having geo-locations falling
between the first square and the second square.

16. The method of claim 15, wherein the actual distance for
the records lying between the first and second squares is
computed, and the actual distance for those records not lying
between the first and second squares is not computed.

17. The method of claim 16,

wherein the determining the coordinates of the first square

includes defining the side length of the first square to be
twice the radius R such that the first square circum-
scribes the circle, and

wherein the determining the coordinates of the second

square includes defining the diagonal length of the sec-
ond square to be twice the radius R such that the second
square is inscribed by the circle.

18. A computer application embodied in a non-transitory
medium for operation by a computer processor for perform-
ing the steps of:

generating a circle centered around the target point, the

circle defined by a radius;

identifying records having a geo-location within the circle,

wherein identifying the results set includes

defining a first square being centered around the target
point with a side length of the first square being equal
to twice the radius of the circle such that the first
square circumscribes the circle,

identifying the records outside of the first square and
filtering out any records outside of the first square
from the results set,

including the identified records in a the result set; and

presenting the result set to a user on a display screen;

wherein identifying comprises treating the first data field
and the second data field as a single data element.

19. The computer application of claim 18, wherein identi-
fying the results set further includes

defining a second square centered around the target point

with a diagonal ofthe second square being equal to twice
the radius of the circle such that the second square is
inscribed within the circle,

identifying the records inside of the second square and

including in the results set all records within the second
square,

computing distances for those records having geo-loca-

tions falling between the first square and the second
square, and

identifying the records within the circle according to the

computed distances for those records having geo-loca-
tions falling between the first square and the second
square.



